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COILED TUBE
LISTEN ONLY EARPIECE

The Fox Listen Only Earpiece is the comfortable and secure way to privately listen to your radio. The Clear Fox Earphone

Is formed from high grade surgical tubing, which is attached to a high output speaker that connects discreetly below the

shirt collar. Rest assured that critical information is heard only by you and not your suspect. Short tube version is also
available that is designed with a threaded tube release to reduce moisture build-up in humid climates.

EP1013XC (COILED TUBE)
EP1013XCST (SHORT TUBE)

3.5MM THREADED CONNECTOR
DIRECT TO RADIO

EP1089SC (COILED TUBE)
EP1089SCST (SHORT TUBE)

OR MOTOROLA REMOTE SPEAKER 3.5MM CONNECTOR
MICROPHONES: NMN6274/NMN6274A DIRECT TO SPEAKER MICROPHONE
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EP1069SC (COILED TUBE) EP-HX-M11-89SC
EP1069SCST (SHORT TUBE) 8 PIN TO 3.5MM JACK ADAPTER
2.5MM CONNECTOR DIRECT TO MOTOROLA SPEAKER MICS:
DIRECT TO SPEAKER MICROPHONE HMN4101/HMN4103/HMN4104
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FEATURES & BENEFITS:

Privately listen to your radio and still
hear your surrounding environment.

Acoustic tube Is attached to a high
quality speaker that connects
discreetly below your shirt collar.

Black Tube also available:

» Enhanced Comfort:

Softer Shore 25 Silicone.

Larger cut-outs allowing for more
ambient sound.

Newly refined cone shape tip
fits more comfortably into the

opening of the ear canal without
penetrating the ear canal.

Fox Clear Coiled Tube Listen Only:

SPEAKER TECHNICAL SPECIFICATIONS _

73+20 0OHM
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SOUNDPRESSURELEVEL | 117::3DB AT 1000KZ _



